
• Large upper opening 
exceeds rat-hole diameters 
and critical arch 
dimensions.

• Deflects material on initial 
fill, reducing material’s 
kinetic energy.

• Prevents uncontrolled 
flushing/flooding through 
the feed screw without an 
excessive heel.

Dual Chamber Conditioning 
Trough

 

Agitator
• Independently driven 

horizontal agitator.
• Continuously conditions 

& lifts material to aid in 
de-aeration & maintain a 
uniform bulk density.

• Dual convolutions draw 
material from front and 
rear walls for uniform 
draw down of product.

 

• Hex shaped drive shaft for 
easy removal from hollow 
shaft reducer bore.

• Eliminates binding issues 
associated with threaded 
or bayonet style 
engagements.

• Integral seal assembly; 
permits easy inspection 
and/or replacement of 
seal.

Feed Screw

 

• A patented 
system that 
assures reliable 
meter ing.

THAYER SCALE Powder Feeder



 

Power BarTM Engaged

 

Power BarTM Clamp Locked

 

Power BarTM Clamp Unlocked

 

Power BarTM Dis-Engaged



 

Safety Interlock Dis-Engaged

 

Discharge Tube/Face Plate Removed

 

Agitator

Agitator Removal

 

Dis-assembled Feeder



Feed Screw Drive Configuration

• Powder Feeder uses 
a hollow shaft 
reducer.

• To change screws, 
simply turn a single 
knurled knob at the 
end of the shaft.

  

Feed Screw Engaged

 

Feed Screw Dis-Engaged

 

Feed Screw Removal



THAYER SCALE Seal 
Assemblies

• Each screw comes with its own dedicated set of seals.
• Seals are easily replaceable.
• Reduces downtime.

• Eliminates material cross contamination.

 


